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§563.12

To read data recorded by an EDR, special
equipment is required, and access to the ve-
hicle or the EDR is needed. In addition to
the vehicle manufacturer, other parties, such
as law enforcement, that have the special
equipment, can read the information if they
have access to the vehicle or the EDR.

(b) The owner’s manual may include
additional information about the form,
function, and capabilities of the EDR,
in supplement to the required state-
ment in §563.11(a).

§563.12 Data retrieval tools.

Each manufacturer of a motor vehi-
cle equipped with an EDR shall ensure
by licensing agreement or other means
that a tool(s) is commercially available
that is capable of accessing and re-
trieving the data stored in the EDR
that are required by this part. The
tool(s) shall be commercially available
not later than 90 days after the first
sale of the motor vehicle for purposes
other than resale.
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§564.1 Scope.

This part requires the submission of
dimensional, electrical specification,
and marking/designation information
as specified in Appendices A and B of
this part, for original equipment re-
placeable light sources used in motor
vehicle headlighting systems. This part
also serves as a repository for design

49 CFR Ch. V (10-1-13 Edition)

information as specified in appendix C
of this part, for original equipment and
replacement standardized sealed beam
units used in motor vehicle
headlighting systems.

§564.2 Purposes.

The purposes of this part are
achieved through its Appendices:

(a) The purposes of appendix A of this
part are to ensure:

(1) The availability to replacement
light source manufacturers of the man-
ufacturing specifications of original
equipment light sources so that re-
placement 1light sources are inter-
changeable with original equipment
light sources and provide equivalent
performance, and

(2) That redesigned or newly devel-
oped light sources are designated as
distinct, different, and noninterchange-
able with previously existing light
sources.

(b) The purposes of appendix B of this
part are to ensure:

(1) That original equipment light
sources are replaceable and that re-
placement light sources provide equiv-
alent performance, and

(2) That redesigned or newly devel-
oped light sources are designated as
distinct, different, and noninterchange-
able with previously existing light
sources.

(c) The purpose of appendix C of this
part is to ensure the availability to
original equipment and replacement
sealed beam headlamp manufacturers
of the manufacturing specifications of
standardized sealed beam headlamp
units used on motor vehicles so that all
sealed beam headlamp units of a spe-
cific type are interchangeable with all
other units of that same type and pro-
vide equivalent performance.

§564.3 Applicability.

This part applies to replaceable light
sources used as original equipment,
and standardized sealed beam
headlamp units used as original equip-
ment and replacement equipment in
motor vehicle headlighting systems.

§564.4 Definitions.

All terms defined in the Act and the
regulations and standards issued under
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its authority are used as defined there-
in.

§564.5 Information filing; agency proc-
essing of filings.

(a) Each manufacturer of a motor ve-
hicle, original equipment headlamp, or
original equipment headlamp replace-
able light source, which intends to
manufacture a replaceable light source
as original equipment or to incorporate
a replaceable light source in its
headlamps or motor vehicles, shall fur-
nish the information specified in ap-
pendix A. If the rated laboratory life of
the light source is not less than 2,000
hours, the manufacturer shall furnish
the information specified in either ap-
pendix A or appendix B of this part. In-
formation shall be furnished to: Asso-
ciate Administrator for Rulemaking,
National Highway Traffic Safety Ad-
ministration, 1200 New Jersey Avenue,
SE., West Building, Washington, DC
20590 Attention: Part 564-Replaceable
Light Source Information (unless the
Agency has already filed such informa-
tion in Docket No. NHTSA 98-3397).

(b) The manufacturer shall submit
such information not later than 60 days
before it intends to begin manufacture
of the replaceable light source to which
the information applies, or to incor-
porate the light source into a
headlamp, or to incorporate the light
source into a motor vehicle of its man-
ufacture. Each submission shall consist
of one original set of information and
ten legible reproduced copies, all on 8%
by 11-inch paper.

(c) The Associate Administrator
promptly reviews each submission and
informs the manufacturer not later
than 30 days after its receipt whether
the submission has been accepted.
Upon acceptance, the Associate Admin-
istrator files the information in Docket
No. NHTSA 98-3397. The Associate Ad-
ministrator does not accept any sub-
mission that does not contain all the
information specified in appendix A or
appendix B of this part, or whose ac-
companying information indicates that
any new light source which is the sub-
ject of a submission is interchangeable
with any replaceable light source for
which the agency has previously filed
information in Docket No. NHTSA 98-
3397.

§564.5

(d) A manufacturer may request
modification of a light source for
which information has previously been
filed in Docket No. NHTSA 98-3397, and
the submission shall be processed in
the manner provided by §564.5(c). A re-
quest for modification shall contain
the following:

(1) All the information specified in
appendix A or appendix B of this part
that is relevant to the modification re-
quested,

(2) The reason for the requested
modification,

(3) A statement that the use of the
light source as modified will not create
a noncompliance with any requirement
of Federal Motor Vehicle Safety Stand-
ard No. 108 (49 CFR 571.108) when used
to replace an unmodified light source
in a headlamp certified by its manufac-
turer as conforming to all applicable
Federal motor vehicle safety stand-
ards, together with reasons in support
of the statement; and

(4) Information demonstrating that
the modification would not adversely
affect interchangeability with the
original light source.

After review of the request for modi-
fication, the Associate Administrator
may seek further information either
from the manufacturer or through a
notice published in the FEDERAL REG-
ISTER requesting comment on whether
a modified light source incorporating
the changes requested will create a
noncompliance with Federal Motor Ve-
hicle Safety Standard No. 108 when
substituted for an unmodified light
source. If the Associate Administrator
seeks public comment on a submission
(s)he shall publish a notice stating
whether (s)he has accepted or rejected
the submission. If a submission is ac-
cepted, the Associate Administrator
files the information in Docket No.
NHTSA 98-3397. If a submission is re-
jected, a manufacturer may submit in-
formation with respect to it, as pro-
vides in paragraph 564.5(a), for consid-
eration as a new light source after such
changes as will insure that it is not
interchangeable with the light source
for which modification was originally
requested.

(e) Information submitted under this
section is made available by NHTSA

219



		Superintendent of Documents
	2014-02-24T14:57:34-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




